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GENERAL NOTES:

THIS PROJECT ENTAILS SELECTIVE DOOR AND WINDOW 
REPLACEMENT ON TWO BUILDINGS LOCATED ON THE BETHANY 
MUNICIPAL CAMPUS WHICH IS LOCATED AT 40 PECK ROAD, 
BETHANY, CONNECTICUT 06424.
THE BETHANY MUNICIPAL CAMPUS  CONSISTS OF THE FOLLOWING 
FACILITIES:  

BETHANY TOWN HALL
PARKS & RECREATION ANNEX
CENTRAL OFFICES. BETHANY BOARD OF EDUCATION
THE BETHANY COMMUNITY SCHOOL, AND 
TOWN ATHLETIC FIELDS.

WORK UNDER THIS PROJECT WILL BE PERFORMED ON a) BETHANY 
TOWN HALL AND b) THE PARKS & RECREATION ANNEX BUILDING.
THE OWNER PRESENTATIVE AND CONSRUCTION MANAGER FOR 
THE PROJECT IS DON SHEA, FACILITIES/PUBLIC WORKS MANAGER, 
TOWN OF BETHANY, PUBLIC WORKS TOWN GARAGE, 755 AMITY 
ROAD, BETHANY, CONNECICUT 06524.                       P475 238-6966,  
dshea@bethany-ct.com. 
THE CONSULTING ARCHITECT FOR FOR THE PROJECT IS O'RIORDAN 
MIGANI ARCHITECTS LLC, 22 BANK STREET, SEYMOUR, 
CONNECTICUT  06483.  THE PROJECT ARCHITECT IS JOSEPH MIGANI, 
AIA, C203 668 7985  jcm@omarchitects.com .  
THE DELIVERY PROFILE OF THIS PROJECT IS AS FOLLOWS:

THE ARCHITECT WILL PRODUCE A TECHNICAL SPECIFICATION OF 
THE WORK FOR PROCUREMENT.
THE CONSTRUCTION MANAGER/OWNER WILL COMPETITIVELY 
BUY OUT THE PROJECT FROM QUALIFIED TRADE 
SUBCONTRACTOS REQUIRED TO IMPLEMENT THE WORK.
THE ARCHITECT WILL PROVIDE ONGOING SUPPORT TO THE 
CONSTRUCTION MANAGER/OWNER IN THE FORM OF BID REVIEW, 
SHOP DRAWING REVIEW AND FIELD VISITS AS REQUIRED TO 
FACILITATE AND COMPLETE IMPLEMENATION OF THE WORK.  

BETHANY TOWN HALL SCOPE OF WORK:
REMOVE EXISTING AND INSTALL NEW FIBERGLAS  WINDOWS 
PROVIDED BY OWNER AS INDICATED ON THE DRAWINGS. 
MODIFY/REPAIR/REBUILD INTERIOR FINISHES AND TRIM 
INCLUDING TOUCH UP PAINTING AND CLEANING AS REQUIRED TO 
IMPLEMENT THE WORK. 
TEMPORARILY RELOCATE AND/OR COVER PROTECT EXISTING 
FURNITURE AS REQUIRED TO IMPLEMENT THE WORK. 
CLEAN AND RESTORE ROOM AND FURNITURE TO ORIGINAL  
CONFIGURATION UPON COMPLETION.

PARKS & RECREATION ANNEX BUILDING
REMOVE EXISTNG EXTERIOR WALL ASSEMBLY INCLUDING 
DOORS AND WINDOWS.
ABATE AESBESTOS CONTAMINATED MATERIALS IDENTIFIED IN 
HAZMAT REPORT PROVIDED BY THE OWNER.
CONSRUCT NEW EXTERIOR WALL ASSEMBLY ENTIRE BUILDING 
INCLUDING NEW EXTERIOR WINDOWS AND DOORS.
NOTE THAT CONSTRUCTION MANAGER/OWNER WILL PROVIDE 
WINDOWS AND DOORS.
EXTERIOR WALL TRADE SUBCONTRACTOR SHALL PROVIDE ALL 
OTHER MATERIALS AND LABOR REQUIRED FOR IMPLEMENTATION 
OF THE WORK. 
RECONGURATION OF ROOF 'EYEBROW' SHELF PERIMETER 
ENTIRE BUILDING AS DETAILED.
EXISTING ELECTRICAL WIRING AND SWITCHING ON INTERIOR IS 
TO REMAIN.  EXISTING POWER WIRING WITHIN EXISTING 
WINDOW SHELF STUB WALL IS TO REMAIN. CONTRACTOR TO 
PROVIDE NEW EXERIOR LIGHT FIXTURES AND SWITCHING IN 
NEW PERIMETER WALL ASSEMBLY WITH HOME RUNS TO 
EXISTING SERVICE PANEL AS SHOWN IN COMPLIANCE WITH 
APPLICABLE CODE. 
INSTALLATION OF NEW FIRE ALARM / EMERGENCY EXIT SIGN 
WIRING AND DEVICES IN NEW PERIMETER WALL ASSEMBLY AS 
SHOWN AND TO APPLICABLE CODE.

THE TOWN HALL WILL REMAIN OPEN FOR BUSINESS DURING 
IMPLEMENATION OF THE WINDOW AND DOOR REPLACEMENT 
WORK.  THE TRADE SUBCONTRACTOR(S) SHALL BE REPONSIBLE 
FOR PROTECTING THE PUBLIC HEALTH, SAFETY AND WELFARE 
DURING IMPLEMENTION OF THE WORK. ACCESS TO THE WORK BY 
EACH TRADE SUBCONTRACTOR SHALL BE COORDINATED BY THE 
CONSTRUCTION MANAGER/OWNER.
THE ANNEX WILL BE CLOSED AND WILL NOT BE OPEN TO THE 
PUBLIC DURING IMPLEMENTATION OF THE WORK.  THE TRADE 
SUBCONTRACTOR(S) WILL CORDON OFF AND STAGE THE WORK 
AREA INCLUDING MATERIALS, EQUIPMENT AND VEHICLES AS 
REQUIRED TO PROTECT THE PUBLIC HEALTH, SAFETY AND 
WELFARE.  ACCESS TO THE WORK BY EACH TRADE 
SUBCONTRACTOR SHALL BE COORDINATED BY THE CONSTRUCTION 
MANAGER/OWNER.
BASIS OF DESIGN

SIDING - HARDIE BOARD WITH CORNERBOARD, TRIM & VENTED 
SOFFIT ACCESSORIES.
ROOF - GAF ARCHITECTURAL 30 YEAR ASPHALT SHINGLES
DOORS & WINDOWS - PROVIDED BY OWNER. CONTRACTOR TO 
INSTALL CONSISTENT WITH GOOD PRACTICE TO CODE AND TO 
MANUFACTURER'S WARRANTY REQUIREMENTS.

 

D
ra

w
in

g 
N

um
be

r:
Jo

b:

Sc
al

e:

D
ra

w
n:

C
he

ck
ed

:

D
at

e:

R
ev

is
ed

:

N
or

th
 A

rro
w

:
St

am
p:

D
ra

w
in

g 
Ti

tle
:

Pr
ep

ar
ed

 B
y:

O
'R

io
rd

an
 M

ig
an

i A
rc

hi
te

ct
s 

LL
C

22
 B

an
k 

St
re

et
, S

ey
m

ou
r, 

C
on

ne
ct

ic
ut

 0
64

83
.  

P(
20

3)
 8

88
-7

66
7

Ar
ch

ite
ct

ur
e,

 P
la

nn
in

g,
 &

 U
rb

an
 D

es
ig

n
As

 in
di

ca
te

d

A101

07
-2

0-
23

---
R
EF
ER
EN
C
E 
SI
TE
 P
LA
N

To
w

n 
of

 B
et

ha
ny

40
 P

ec
k 

R
oa

d,
 B

et
ha

ny
, C

T 
06

52
4

O
M

A 
23

25
1

Se
le
ct
 W
in
do
w
 &
 D
oo
r R
ep
la
ce
m
en
t P
ro
je
ct

es jm

 1" = 50'-0"1 Reference Site Plan



UP

Oil TankBoiler

Corridor

StorageStorage

Corridor

WomensMens

Community -
Meeting Room

Elec Clos

Community -
Metting Room

Stor

Conf Rm

Utility

CRAWL
SPACE

A A A

LIMIT OF WORK LINE

2

A106

A.

B.

a.
b.
c.
d.

e.
f.

g.
h.

i.

C.

GENERAL DEMOLITION NOTES:

THIS IS A TOWN CAMPUS WITH ACCESS BY THE PUBLIC 
24/7/365.  EACH TRADE SUBCONTRACTOR SHALL BE 
RESPONSIBLE FOR CONDUCTING AND STAGING THEIR 
PORTION OF THE WORK IN SUCH A MANNER AS TO 
PROTECT THE PUBLIC HEALTH, SAFETY & WELFARE.
BEFORE PROCEEDING AFTER AWARD OF SUBCONTRACT, 
EACH TRADE SUBCONTRACTOR SHALL COORDINATE WITH 
THE OWNER/CONSTRUCTION MANAGER THE FOLLOWING:

ALLOWED SITE USAGE AND PARKING
DUMPSTER & EQUIPMENT LOCATION
TEMPORARY BARRIERS AND SITE SECURITY  
TEMPORARY PROTECTION PROTOCOLS OF THE 
BUILDING AND ITS CONTENTS FROM THE WEATHER 
AND VANDALISM DURING CONSTRUCTION. 
HAZMAT PROTOCOLS WHERE APPLICABLE
TEMPORARY POWER, WATER AND REST ROOM 
ARRANGEMENTS
HOURS OF WORK
PROJECT  PUNCHLISTING AND CLOSE 
OUTPROCEDURES
PROCEDURES, PROTOCOLS, TERMS & CONDITIONS 
FOR BILLING AND PAYMENT  FOR WORK IN PLACE 
ONCE ACCEPTED BY THE OWNER AND ARCHITECT.

THE EXISTING BUILDING STRUCTURE CONSISTS OF 4" 
STEEL COLUMNS SUPPORTING STEEL I-BEAMS AND BAR 
JOISTS WITH A RIBBED STEEL ROOF DECK. THE 
ALUMINUM CURTAIN WALL IS NON-LOAD BEARING.  THE 
GENERAL CONTRACTOR SHALL PERFORM THE WORK 
WITHOUT DAMAGING OR COMPROMISING THE INTEGRITY 
OF THE EXISTING BUILDING STRUCTURE. 
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 1/16" = 1'-0"1 Town Hall Level 1 Plan



DN DN

Storage &
Electrical

Room Kitchen

Gym/Auditorium

Lav.

Storage

Entrance/Lobby

Vestibule

Selectmans
Meeting

Town Clerk
Assisten

Clerk

Stair 1

Corridor

Women
Lav.

Executive
Office

Kitchenette

Tax
Collector

Assessor

Servers

Room

Conference
- Meeting

Room

Land Use
Department

Fincnce
Department

Vestibule

Lav. Stor.

Stor. Stor.

Police

Stor.

Stor.
Men Lav.

Stair 3

Stor.Conferece
& Storage

First
Selecment

Office

Stor.

Vault

Office 1 Office 2
Fire

Marshall

Stor. Stor.

NEW COUNTER TOPS

AAAAAAAAAAA

LIMIT OF WORK LINELIMIT OF WORK LINE

LIMIT OF WORK LINE

01 02

1

A106

3

A106

A.

B.

a.
b.
c.
d.

e.
f.

g.
h.

i.

C.

GENERAL DEMOLITION NOTES:

THIS IS A TOWN CAMPUS WITH ACCESS BY THE PUBLIC 
24/7/365.  EACH TRADE SUBCONTRACTOR SHALL BE 
RESPONSIBLE FOR CONDUCTING AND STAGING THEIR 
PORTION OF THE WORK IN SUCH A MANNER AS TO 
PROTECT THE PUBLIC HEALTH, SAFETY & WELFARE.
BEFORE PROCEEDING AFTER AWARD OF SUBCONTRACT, 
EACH TRADE SUBCONTRACTOR SHALL COORDINATE WITH 
THE OWNER/CONSTRUCTION MANAGER THE FOLLOWING:

ALLOWED SITE USAGE AND PARKING
DUMPSTER & EQUIPMENT LOCATION
TEMPORARY BARRIERS AND SITE SECURITY  
TEMPORARY PROTECTION PROTOCOLS OF THE 
BUILDING AND ITS CONTENTS FROM THE WEATHER 
AND VANDALISM DURING CONSTRUCTION. 
HAZMAT PROTOCOLS WHERE APPLICABLE
TEMPORARY POWER, WATER AND REST ROOM 
ARRANGEMENTS
HOURS OF WORK
PROJECT  PUNCHLISTING AND CLOSE 
OUTPROCEDURES
PROCEDURES, PROTOCOLS, TERMS & CONDITIONS 
FOR BILLING AND PAYMENT  FOR WORK IN PLACE 
ONCE ACCEPTED BY THE OWNER AND ARCHITECT.

THE EXISTING BUILDING STRUCTURE CONSISTS OF 4" 
STEEL COLUMNS SUPPORTING STEEL I-BEAMS AND BAR 
JOISTS WITH A RIBBED STEEL ROOF DECK. THE 
ALUMINUM CURTAIN WALL IS NON-LOAD BEARING.  THE 
GENERAL CONTRACTOR SHALL PERFORM THE WORK 
WITHOUT DAMAGING OR COMPROMISING THE INTEGRITY 
OF THE EXISTING BUILDING STRUCTURE. 
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 1/16" = 1'-0"1 Town Hall Level 2 Plan
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 1/16" = 1'-0"1 Town Hall Roof Plan

NO WORK THIS SHEET.  SHOWN FOR REFERENCE ONLY.



LIMIT OF WORK LINE

REMOVE EXSITING ALUMINUM DOOR, 
SIDELIGHT & FRAME. PREP EXISTING 
MASONRY OPENING.  INSTALL NEW 
ALUMINUM DOOR, SIDELIGHT & FRAME.

3

A106

A A A A A A A A A A A

A
B B

LIMIT OF WORK LINE LIMIT OF WORK LINE

REMOVE EXISTING VINYL WINDOW.  INSTALL NEW 
FIBERGLAS WINDOW AND SURROUND TO MATCH 
EXISTING. PREP OPENING AS REQUIRED INCLUDING 
REPAIRING INTERIOR  FINISHES INCUDING PAINT & TRIM. 

PREP OPENING AND SURROUND AND INSTALL NEW 
WHITE ALUMINUM HVAC VENT AND FIBERGLAS 
WINDOW IN SHAPE, SIZE, AND CONFIGURATION TO 
MATCH EXISTING.

1

A106

2

A106
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 1/16" = 1'-0"2 BTH East Elevation

 1/16" = 1'-0"3 BTH North Elevation
 1/16" = 1'-0"4 BTH South Elevation

 1/16" = 1'-0"1 BTH West Elevation
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EXISTING EXTEROR WALL ASSEMBLY

NEW FIXED FIBERGLAS 
CLERESTORY WINDOW

MANUFACTURER'S STANDARD 
INTERMEDIATE MULLION 

NEW FIBERGLAS DOUBLE HUNG WINDOW

EXISTING EXTEROR WALL ASSEMBLY

EXISTING PAINTED WD SILL & 
STOOL TO REMAIN

CUT PATCH & REPAIR INTERIOR FINISHES 
AS REQUIRED TO INSTALL REPLACEMENT 
WINDOWS.  MATCH EXISTING FINISHES 
TYPICAL.

HEAD & JAMB SIM
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EXISTING EXTERIOR WALL ASSEMBLY

REPLACE EXISTING HVAC LOUVER WITH 
NEW WHITE ALUMINUM OR FIBERGLAS 
HVAC LOUVER WITH INTEGRAL INSECT 
SCREEN. MATCH NEW ACTIVE LOUVER 
AREA TO EXISTING ACTIVE LOUVER 
AREA.  BLANK OUT EXCESS AREA ON 
INSIDE (CONCEALED FROM EXTERIOR 
VIEW) OF LOUVER.   PROVIDE FULL SIZE 
LOUVER VISIBLE ON EXTERIOR  TO  
MATCH GLAZING AREA OF WINDOW 
LIGHT BELOW.
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NEW FIXED FIBERGLAS WINDOW IN 
EXSITING MASONRY OPENING

CUT PATCH & REPAIR EXISTING 
FINISHES WHERE AFFECTED BY 
INSTALLATION OF 
REPLACEMENT WINDOW & 
LOUVER TYPICAL

HEAD & JAMB SIM TYPICAL

EXISTING HVAC DUCT. MODIFY AS 
REQUIRED TO ACCOMMODATE 
INSTALLATION OF NEW WINDOW & 
LOUVER.

EXISTING EXTERIOR WALL ASSEMBLY

NEW ALUMINUM EXTERIOR DOOR  & 
SIDELIGHT. PROVIDE  WITH SELF LATCHING 
PANIC DEVICE.   INSTALL WITHIN EXISTING 
MASONRY OPENING.
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NEW ADA COMPLIANT WEATHERSTRIPPED 
ALUMNUM SADDLE

EXISTING FLOOR & EXTERIOR WALL 
ASSEMBLY
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 1" = 1'-0"1 Typical Transom Window
 1" = 1'-0"2 Typical Window Louver Unit

 1" = 1'-0"3 Typical Exterior Aluminum Door & Sidelight
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REMOVE & DISPOSE OF EXSITING ALUMINUM 
DOOR & FRAMES ENTIRE BUILDING

REMOVE AND EXPOSE OF EXISTING 
ALUMINUM CURTAIN WALL 
ASSEMBLY ENTIRE BUILDING

EXISTING ALUMINUM DOOR, FRAME, & 
SIDELIGHT ASSEMBLY TO REMAIN

REMOVE EXISTING HM STEEL 
DOOR & FRAME

REMOVED ALUMINUM CLESTORY 
WINDOW & FRAME ENTIRE BUILDING

EXISTING EXTERIOR BRICK 
VENEER WALL TO REMAIN TYPICAL

REMOVE EXISTING EXTERIOR 
LOUVERS (3x)

SALVAGE EXISTING WINDOW 
SPANDRAL WALL & SILL TYPICAL.

A.

B.

a.
b.
c.
d.

e.
f.

g.
h.

i.

C.

GENERAL DEMOLITION NOTES:

THIS IS A TOWN CAMPUS WITH ACCESS BY THE PUBLIC 
24/7/365.  EACH TRADE SUBCONTRACTOR SHALL BE 
RESPONSIBLE FOR CONDUCTING AND STAGING THEIR 
PORTION OF THE WORK IN SUCH A MANNER AS TO 
PROTECT THE PUBLIC HEALTH, SAFETY & WELFARE.
BEFORE PROCEEDING AFTER AWARD OF SUBCONTRACT, 
EACH TRADE SUBCONTRACTOR SHALL COORDINATE WITH 
THE OWNER/CONSTRUCTION MANAGER THE FOLLOWING:

ALLOWED SITE USAGE AND PARKING
DUMPSTER & EQUIPMENT LOCATION
TEMPORARY BARRIERS AND SITE SECURITY  
TEMPORARY PROTECTION PROTOCOLS OF THE 
BUILDING AND ITS CONTENTS FROM THE WEATHER 
AND VANDALISM DURING CONSTRUCTION. 
HAZMAT PROTOCOLS WHERE APPLICABLE
TEMPORARY POWER, WATER AND REST ROOM 
ARRANGEMENTS
HOURS OF WORK
PROJECT  PUNCHLISTING AND CLOSE 
OUTPROCEDURES
PROCEDURES, PROTOCOLS, TERMS & CONDITIONS 
FOR BILLING AND PAYMENT  FOR WORK IN PLACE 
ONCE ACCEPTED BY THE OWNER AND ARCHITECT.

THE EXISTING BUILDING STRUCTURE CONSISTS OF 4" 
STEEL COLUMNS SUPPORTING STEEL I-BEAMS AND BAR 
JOISTS WITH A RIBBED STEEL ROOF DECK. THE 
ALUMINUM CURTAIN WALL IS NON-LOAD BEARING.  THE 
GENERAL CONTRACTOR SHALL PERFORM THE WORK 
WITHOUT DAMAGING OR COMPROMISING THE INTEGRITY 
OF THE EXISTING BUILDING STRUCTURE. 
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A

A A A A A A A A

A
02 03

A

A A A A A A A A

A

0504

06

Classroom #1 Classroom #2

Classroom #3 Classroom #4

Hallway

Clo Clo

Girls

Clo Clo

Boys

NEW FIBERGLAS DOUBLE 
HUNG WINDOW (20x)

NEW WD FRAME EXTERIOR 
WALL ASSEMBLY

LI
M
IT
 O
F 
W
O
R
K
 L
IN
E

LI
M
IT
 O
F 
W
O
R
K
 L
IN
E

EXISTING WINDOW SILL & KNEE WALL TO 
REMAIN. SALVAGE & TRIM AS REQUIRED TO 
MATCH EXISTING. 

LINE OF NEW 2x WD EXTERIOR 
WALL CLERESTORY INFILL 

1

A112

2

A112

Staff

Utility
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 1/8" = 1'-0"1 Annex Proposed Floor Plan



1

A112

2

A112

4'
 - 

0"

4' - 0"

NEW SLOPED ROOF INFILL. ENTIRE PERIMITER 
OF BUILDING. SEE SECTION DETAIL.

64' - 8"

76
' -

 7
"

3'
 - 

0"

EXISTING ROOF DRAIN

LI
M
IT
 O
F 
W
O
R
K
 L
IN
E

LI
M
IT
 O
F 
W
O
R
K
 L
IN
E

EXISTING ROOF VENTS, BOILER VENT ETC. NOT SHOWN

NEW FABRICATED ALUMINUM SCUPPER (4x)
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EXISTING METAL DRIP EDGE 

EXISTING ROOF OVERHANG

REMOVE EXISTING ALUMINUM & GLASS 
CURTAIN WALL TYPICAL. NOTE GASKETS 
& MASTIC CONTAIN ASBESTOS AND 
REQUIRE ABATEMENT. 

LINE OF EXISTING CONCRETE 
FLOOR SLAB, FOUNDATION WALL 
& FOOTING

EXISTING METAL DRIP EDGE 

EXISTING ROOF OVERHANG

REMOVE EXISTING ALUMINUM & GLASS 
CURTAIN WALL TYPICAL. NOTE GASKETS 
& MASTIC CONTAIN ASBESTOS AND 
REQUIRE ABATEMENT. 

LINE OF EXISTING CONCRETE 
FLOOR SLAB, FOUNDATION WALL 
& FOOTING

2'
 - 

2"

EXISTING METAL DRIP EDGE 

EXISTING ROOF OVERHANG

REMOVE EXISTING ALUMINUM & GLASS 
CURTAIN WALL TYPICAL. NOTE GASKETS 
& MASTIC CONTAIN ASBESTOS AND 
REQUIRE ABATEMENT. 

LINE OF EXISTING CONCRETE 
FLOOR SLAB, FOUNDATION WALL 
& FOOTING

EXISTING METAL DRIP EDGE 

EXISTING ROOF OVERHANG

REMOVE EXISTING ALUMINUM & GLASS 
CURTAIN WALL TYPICAL. NOTE GASKETS 
& MASTIC CONTAIN ASBESTOS AND 
REQUIRE ABATEMENT. 

LINE OF EXISTING CONCRETE 
FLOOR SLAB, FOUNDATION WALL 
& FOOTING

6'
 - 

11
"

2'
 - 

2"

A.

B.

a.
b.
c.
d.

e.
f.

g.
h.

i.

C.

GENERAL DEMOLITION NOTES:

THIS IS A TOWN CAMPUS WITH ACCESS BY THE PUBLIC 
24/7/365.  EACH TRADE SUBCONTRACTOR SHALL BE 
RESPONSIBLE FOR CONDUCTING AND STAGING THEIR 
PORTION OF THE WORK IN SUCH A MANNER AS TO 
PROTECT THE PUBLIC HEALTH, SAFETY & WELFARE.
BEFORE PROCEEDING AFTER AWARD OF SUBCONTRACT, 
EACH TRADE SUBCONTRACTOR SHALL COORDINATE WITH 
THE OWNER/CONSTRUCTION MANAGER THE FOLLOWING:

ALLOWED SITE USAGE AND PARKING
DUMPSTER & EQUIPMENT LOCATION
TEMPORARY BARRIERS AND SITE SECURITY  
TEMPORARY PROTECTION PROTOCOLS OF THE 
BUILDING AND ITS CONTENTS FROM THE WEATHER 
AND VANDALISM DURING CONSTRUCTION. 
HAZMAT PROTOCOLS WHERE APPLICABLE
TEMPORARY POWER, WATER AND REST ROOM 
ARRANGEMENTS
HOURS OF WORK
PROJECT  PUNCHLISTING AND CLOSE 
OUTPROCEDURES
PROCEDURES, PROTOCOLS, TERMS & CONDITIONS 
FOR BILLING AND PAYMENT  FOR WORK IN PLACE 
ONCE ACCEPTED BY THE OWNER AND ARCHITECT.

THE EXISTING BUILDING STRUCTURE CONSISTS OF 4" 
STEEL COLUMNS SUPPORTING STEEL I-BEAMS AND BAR 
JOISTS WITH A RIBBED STEEL ROOF DECK. THE 
ALUMINUM CURTAIN WALL IS NON-LOAD BEARING.  THE 
GENERAL CONTRACTOR SHALL PERFORM THE WORK 
WITHOUT DAMAGING OR COMPROMISING THE INTEGRITY 
OF THE EXISTING BUILDING STRUCTURE. 
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 1/8" = 1'-0"2 ANNEX Existing South Elevation

 1/8" = 1'-0"4 ANNEX Existing North Elevation

 1/8" = 1'-0"3 ANNEX Existing East Elevation



A A A A A A A A

03 02

NEW INFILL SHED ROOF BETWEEN EXISTING LOW ROOF 
PERIMITER SHELF AND HIGH MAIN ROOF WITH 2x WD FRAMING, 
SHEATHING AND FIBERGLAS ASPHALT SHINGLE ROOF. SEE DETAIL

NEW WD FRAME WALL WITH 2XWD FRAMING, EXTERIOR 
SHEATHING & CEMENTITIOUS LAPBOARD SIDING. 
NEW EXTERIOR WINDOWS & DOORS AS SHOWN

EXISTING CONCRETE FLOOR SLAB, FOUNDATION & 
FOOTINGS TO REMAIN

NEW 5-1/2" x 5-1/2" SEAMLESS WHITE ALUMINUM GUTTER WITH 3" 
x 5" LEADER AND CONCRETE SPLASH BLOCK  (4x)

NEW 3 1/2" x 3 1/2" PREFORMED CORNERBOARD TYPICAL

NEW INFILL SHED ROOF BETWEEN EXISTING LOW ROOF 
PERIMITER SHELF AND HIGH MAIN ROOF WITH 2x WD FRAMING, 
SHEATHING AND FIBERGLAS ASPHALT SHINGLE ROOF. SEE DETAIL

NEW WD FRAME WALL WITH 2/////XWD FRAMING, EXTERIOR 
SHEATHING & CEMENTITIOUS LAPBOARD SIDING

NEW EXTERIOR WINDOWS AS SHOWN

EXISTING CONCRETE FLOOR SLAB, FOUNDATION & 
FOOTINGS TO REMAIN

EXISTING BRICK VENEER EXTERIOR WALL TO REMAIN

A A
EXISTING EXTERIOR ALUMINUM DOOR ASSEMBLY TO REMAIN

1

A112
2

A112

NEW 5-1/2" x 5-1/2" SEAMLESS WHITE ALUMINUM GUTTER WITH 3" 
x 5" LEADER AND CONCRETE SPLASH BLOCK  (4x)

NEW 3 1/2" X 3/4" TRIM BOARD TYPICAL

NEW INFILL SHED ROOF BETWEEN EXISTING LOW ROOF 
PERIMITER SHELF AND HIGH MAIN ROOF WITH 2x WD FRAMING, 
SHEATHING AND FIBERGLAS ASPHALT SHINGLE ROOF. SEE DETAIL

NEW WD FRAME WALL WITH 2X WD FRAMING, EXTERIOR 
SHEATHING & CEMENTITIOUS LAPBOARD SIDING

NEW EXTERIOR WINDOWS & DOORS AS SHOWN

EXISTING CONCRETE FLOOR SLAB, FOUNDATION & 
FOOTINGS TO REMAIN

A A A A

0504

A A A A

NEW 5-1/2" x 5-1/2" SEAMLESS WHITE ALUMINUM GUTTER WITH 3" 
x 5" LEADER AND CONCRETE SPLASH BLOCK  (4x)

NEW 3 1/2" x 3 1/2" PREFORMED CORNERBOARD TYPICAL

NEW INFILL SHED ROOF BETWEEN EXISTING LOW ROOF 
PERIMITER SHELF AND HIGH MAIN ROOF WITH 2x WD FRAMING, 
SHEATHING AND FIBERGLAS ASPHALT SHINGLE ROOF. SEE DETAIL

NEW WD FRAME WALL WITH 2x6 WD FRAMING, EXTERIOR 
SHEATHING & CEMENTITIOUS LAPBOARD SIDING

NEW EXTERIOR WINDOWS AS SHOWN

EXISTING CONCRETE FLOOR SLAB, FOUNDATION & 
FOOTINGS TO REMAIN

EXISTING BRICK VENEER EXTERIOR WALL TO REMAIN

NEW EXTERIOR HM DOOR & FRAME

NEW WHITE ALUMINUM HVAC LOUVERS TO REPLACE EXISTING (3x)

A

06

A

NEW 5-1/2" x 5-1/2" SEAMLESS WHITE ALUMINUM GUTTER WITH 
3" x 5" LEADER AND CONCRETE SPLASH BLOCK  (4x)

NEW 3 1/2" x 3 1/2" PREFORMED CORNERBOARD TYPICAL
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 1/8" = 1'-0"1 ANNEX Proposed West Elevation

 1/8" = 1'-0"2 ANNEX Proposed South Elevation

 1/8" = 1'-0"3 ANNEX Proposed East Elevation

 1/8" = 1'-0"4 ANNEX Proposed North Elevation



EXISTING WALL
1' - 6" +/-

NEW WHITE ALUMINUM .32 MIL CURB CAP
NEW 20 YR EPDM MEMBRANENEW 2x PT WD PLATE

EXISTING 2x WD PLATE - FIELD VERIFY

EXISTING RIGID INSULATION 

EXISTING EPDM MEMBRANE. 
WELD NEW TO EXISTING 
TYPICAL

EXISTING ROOF SHEATHING 

EXISTING RIBBED STL DECK 

EXSITING STL PERIMETER BEAM

EXISTING DIAGONAL STL BRACE

EX
IS

T 
ST

L 
BJ

1'
 - 

2"

NEW FIBERGLAS ASPHALT SHINGLES
NEW ICE & WATER GUARD
NEW 5/8" PLYWD SHEATHING
NEW 2x6 WD FRAMING 16" O.C.(H)

NEW WHITE ALUM DRIP EDGE

NEW 3/4" PVC FASCIA
NEW 2x WD BAND BOARD

EXISTING SHEATHING DECK OF EXISTING FLAT 
ROOF.  CUT DOUBLE 3" DIA VENT HOLDS 36" 
O.C.(H) ENTIRE PERIMETER OF BUILDING TYPICAL

NEW VENTED CEMENTITIOUS SOFFIT PANEL 

EXISTING STL SUPPORT FRAME STRUCTURE (FIELD 
VEFIFY)
NEW 3/4" PVC TRIP BOARD

NEW 2x6 WD FRAMING 16" O.C.(H)
NEW CEMENTITIOUS SIDING

NEW WHITE ALUMINUM HEAD FLASHING

INFIL GAP BETWEEN EXISTING SUSP CEILING & 
NEW EXTERIOR WALL WITH ACOUSTICAL 
CEILING TILE & TRIM TO MATCH EXSITING TYP

EXISTING SUSP CEILING GRID & TILE TO 
REMAIN. SALVAGE / REMOVE EXISTING GRID & 
TILE AS REQUIRED TO IMPLEMENT THE WORK.

NEW 5/8" GWB

LINE OF PARTIALLY ASBESTOS 
ABATED ORIGINAL CANE FIBER  
SUSPENDED CEILING (NOTE #1)

NEW  5/4" PAINTED WOOD CAP 

NEW 3/4" PAINTED WOOD STOOL

1'
 - 

3"

NEW 32 MIL BROWN ALUMINUM BENT METAL FLASHING

NEW 1" RIGID FOUNDATION INSULATION 
LAMINATED TO EXISTING FOUNDATION WALL

EXISTING CONCRETE FOUNDATION WALL & SLAB

NEW FACED FIBERGLAS BATT INSULATION

5/4" ON 3/4" PVC BASE BAND
NEW 2x6 SILL PLATE DYNABOLTED TO EXISTING MASONRY 32" O.C.(H) TYP

SELF ADHERING SILL FLASHING MEMBRANE

EXISTING VRICK VENEER

EXISTING GWB INTERIOR STUD WALL & FINISH

LINE OF EXISTING CURTAIN WALL REMOVED

EX
IS

TI
N

G
 - 

FI
EL

D
 V

ER
IF

Y
2'

 - 
5"

FIELD VERIFY
1' - 0"

NEW WHITE ALUMINUM .32 MIL OVERFLOW SCUPPER (4x)

NEW 20 YR EPDM MEMBRANE
NEW DBLE 2x PT WD PLATE (BEYOND)

EXISTING 2x WD PLATE - FIELD VERIFY
EXISTING RIGID INSULATION 

EXISTING EPDM MEMBRANE. WELD NEW 
TO EXISTING TYPICAL

EXISTING ROOF SHEATHING 

EXISTING RIBBED STL DECK 

EXSITING STL PERIMETER BEAM

EXISTING DIAGONAL STL BRACE

EX
IS

T 
ST

L 
BJ

1'
 - 

2"

NEW FIBERGLAS ASPHALT SHINGLES
NEW ICE & WATER GUARD
NEW 5/8" PLYWD SHEATHING
NEW 2x6 WD FRAMING 16" O.C.(H)

NEW WHITE ALUM DRIP EDGE

NEW 3/4" PVC FASCIA
NEW 2x WD BAND BOARD

EXISTING SHEATHING DECK OF EXISTING FLAT 
ROOF.  CUT DOUBLE 3" DIA VENT HOLDS 36" 
O.C.(H) ENTIRE PERIMETER OF BUILDING TYPICAL

NEW VENTED CEMENTITIOUS SOFFIT PANEL 

EXISTING STL SUPPORT FRAME STRUCTURE (FIELD 
VEFIFY)

NEW FIBERGLAS DOUBLE HUND WINDOW

LINE OF EXISTING MASONRY WALL BEYOND

NEW PAINTED WD 3/4' x 4" SILL

REMOVE & SALVAGE 
EXISTING 1'-0" DEEP PLYWD 
SILLS.  PREP, MODIFY AND 
REINSTALL. 

REFERENCE LINE OF EXSITING 
ALUMINUM/GLASS CURTAIN 
WALL BEING REMOVED

NEW 2x WD WALL CLEAT

EXISTING 2x WD GWB 
PARTITION TO REMAIN

NEW 3/4" PVC TRIP BOARD

NEW 2x8 WD HEADER W/PLYWD SPACERS
NEW CEMENTITIOUS SIDING

NEW WHITE ALUMINUM HEAD FLASHING

NEW CEMENTITOUS SIDING
NEW PERIMIETER VINYL FLASHING TAPE

NEW 1" EXTERIOR ZIP SHEATHING W/TAPED SEAMS

NEW 2x6 WD FRAMING @ 16" O.C.(H)

NEW 5-1/2" FACED INSULATION BATT

EXISTING SPACE CAVITY TO REMAIN

NEW WHITE ALUMINUM FLASHING
NEW 3/4" ON 5/4" PVC TRIM BASE
NEW DBLE 2x6 PT WD SILL PLATE DYNABOLTED TO EXISTING SLAB 32" O.C.(H) 

NEW 32 MIL BROWN ALUMINUM BENT METAL FLASHING

NEW 1" RIGID FOUNDATION INSULATION 
LAMINATED TO EXISTING FOUNDATION WALL

EXISTING CONCRETE FOUNDATION WALL & SLAB

INFIL GAP BETWEEN EXISTING 
SUSP CEILING & NEW EXTERIOR 
WALL WITH ACOUSTICAL CEILING 
TILE & TRIM TO MATCH EXSITING 
TYPICAL

EXISTING SUSP CEILING GRID 
& TILE TO REMAIN. SALVAGE / 
REMOVE EXISTING GRID & 
TILE AS REQUIRED TO 
IMPLEMENT THE WORK.

5" +/-
NEW 5/8" GWB

LINE OF PARTIALLY ASBESTOS 
ABATED ORIGINAL CANE FIBER  
SUSPENDED CEILING (NOTE #1)

NOTE #1:
ORIGINAL BUILDING HAD CANE FIBER GLUED WITH ASBESTOS MASTIC TO GWB ON 
SUSPENDED METAL TRACK . ORIGINAL CEILINGS HAVE BEEN REMOVED IN THREE OF 
THE FOUR CLASSROOMS AND HALLWAY.  SCOPE OF WORK FOR TRADE 
SUBCONTRACTOR ABATING KNOWN CONTAMINATED GLAZING SEALS AND 
COMPOUNDS IN ALUMINUM & GLASS CURTAIN WALL SHALL INCLUDE ABATEMENT 
OF CANE FIBER CEILINGS AS REQUIRED TO ALLOW IMPLEMENTATION OF THE 
WORK.

3"

1' - 6"
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 3/4" = 1'-0"1 TYPICAL WALL SECTION #1
 3/4" = 1'-0"2 TYPICAL WALL SECTION #2
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